
     Snowstorm 2/26/09 

M arch Birthdays 
Note: If you would like to have your birthday included in 
this newsletter, please notify your supervisor.  Of course, 
age is never mentioned! 
 
Nachell Nabbefeld   March 17th 

Upcoming Events 
Daylight Savings Time Begins March 8th 
St. Patrick’s Day   March 17th 
Spring Break    March 22-29th 
 

Caught You Working!   
Shown below is a picture of Tim Klinger (up in the 
scaffold), A.J. Cordy, and Bruce Gurske in the process of 
renovating the former Department of Military Affairs 
(DMA) garage.  After the renovations are complete, the 
facilities auto mechanics will move into and function 
from this facility. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
From left to right, Bruce Gurske, A.J. Cordy, and Tim 
Klinger 

 
    By Evan Schwalbe 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   (Answer on next page) 
 
Step ladders are not designed for any degree of side loading and are 
relatively easily overturned. 
Avoid over-reaching. People have been killed getting down from 
workplaces when they have stepped onto the top step of a stepladder 
which then overturned. 
• Ensure stepladders are positioned on level ground and used in 
accordance with manufacturer’s instructions. 
• Make sure all four feet of the ladder are on a firm, dry, level 
surface. 
• Be sure to clear the ground area around the ladder before climbing. 
• Check the ladder carefully for any cracks or loose pieces. 
• Only use stepladders in a fully open position. Lock the side braces 
and cross braces before climbing. 
• Do not use a stepladder as a straight ladder in a folded and leaning 
position. 
• Do not stand on the top two steps of the ladder unless they are 
designed for standing. 
• Watch for people working under or around the ladder. 
• Keep your body centered on the middle of the ladder. 
• Do not lean to reach items while standing on the ladder. 
• Avoid lifting or carrying any heavy items while climbing up or 
down the ladder. 
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Jack Pine
Korean Pine
Mountain Pine
Austrian Pine
Ponderosa Pine
Red Pine
White Pine
Scots Pine

Ladder - Carrying Load - Answer  
1) Employee is facing away from the ladder. When ascending or 
descending, the climber must face the ladder. 
2) Metal spreader is not locked in the open position. Ladder may 
be unstable, causing climber to fall.       
3) Employee is carrying an awkward load.   
4) Employee is wearing sandals. Proper footwear should be worn. 
5) Ladder is blocking a potential exit route.  Ladders shall not be 
placed in front of doors opening toward the ladder unless the door is 
blocked upon, locked, or guarded  
6) Ladder step blocked.  Keep ladder steps clear of obstructions. 
7) Nylon webbing hanging on ladder step. Do not place materials 
on ladder steps because they create a fall hazard.  
8) Door window is covered. Obstructs vision and prevents view of 
conditions on other side of the door.  
 

Get ready for ladder training in March!! 
 

Construction Update 
A) The Renovation of the Third Street (DMA) Site: 
* Roof Replacement, work started 1/12/09. Originally 
scheduled to be completed 2/28/09, currently about two 
weeks behind schedule.   
 
 
 
 
 
 
 
 
 
 
 
* Interior Renovations 

1) North Buildings Project awarded to P.A. 
McGuire, out of Highland, WI, $382K, scheduled to 
start 3/2/09 with completion on 5/30/09.  
2) South Building – work currently being performed 
by facilities staff. 

 
B) The Renovation of Cub Foods Facility: Out for bids 
on 2/17/09 with a completion date of 7/30/09. Pre-bid 
meeting was held on 2/29/09 with twelve general 
contractors present. 

Quote of the Month:  
“The society which scorns excellence in plumbing 
because plumbing is a humble activity, and tolerates 
shoddiness in philosophy because philosophy is an 
exalted activity, will have neither good plumbing nor 
good philosophy. Neither its pipes nor its theories will 
hold water.” 
   John W. Gardner 

Did you Know? 
Last year, a student intern, 
working with our Grounds 
Superintendent, Mark 
Streufert, and CADD 
Specialist, Ezra Schoonover, 
performed an inventory of all 
of the trees on campus.  This 
information was collected into 
Excel spreadsheets and 
graphically displayed on a campus map.  While we all 
basically knew beforehand that there is a great diversity 
of tree types on campus, it was interesting to see what 
the inventory revealed: 
 
1) There were a total of 1,828 campus trees identified 
through the survey. 
 
2) There are approximately 116 different species located 
throughout the campus. 
 
3) That’s quite a diversity of tree types.  For example, 
there are eight species of Pine tree located on campus: 
 
 
 
 
 
 
 
 
 
 

Employee Matters 
Thomas Giesen has been hired as a new electrician 
effective March 2, 2009.  Tom previously worked for 
Thomas Electric and was the foreman who managed 
much of the campus electrical substation upgrade project 
in 2007.  Tom will primarily work in the residence halls. 
Let’s all give Tom a warm welcome! 
 
 
 
 
 
 
 
 
 
 
        Tom Giesen 


